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REFERENCE TO: LAUNCH AREA (5-G6

TYURATAM MISSILE TEST CENTER,
USSR
1, SIGNIFICANCE: SEVERAL VEHICLES/PIECES OF EQUIPMENT AND CYLTNDERS
ARE OBSERVED IN THE TAUNCH ARFA,

2, LOCATION: APPROXIMATELY 30 NM NW OF THE TYURATAM MAIN SUPPORT

BASE AND 2.8 NM NNW OF THE LAUNCH COMPLEX "G"

SUPPORT FACILITY,

3. REMARKS: LAUNCH ARFA G5-G6 IS DOUBLE-FENCED AND CONTAINS 2
ROAD-SERVED LAUNCH PADS, BOTH OF WHICH ARE SERVED

BY A SINGLE GANTRY MOUNTED ON A Y-SHAPED TRACK,

THE LAUNCH AREA WAS CONSIDERED COMPLETE IN

5. FIRST IDENTIFICATION:

6. NEGATION DATE:

These notes have been prepared for briefin% purposes only and should not be used for detailed analytical work. Their use
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porting period as indicated by the date of issue. For information concerning these notes contact Chief, Collateral Support

Division, NPIC.
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T. SUBSEQUENT COVERAGE: 22 KH-4, 8 KH-T, AND

8. DIMENSIONS/
SPECIFICATIONS: CYLINDER NEAR GANTRY --[ |2 SMALIER CYLINDERS

NEAR GANTRY:

LENGTH

DIAMETER OF FLARE -+

PAD SEPARATION

GANTRY HEIGHT 70 FT

GANTRY TRACK WIDTH Lo FT

MISSTION READOUT: A FOUR-LEGGED APPARATUS TS LOCATED ON EACH TAUNCH

PAD, AT LEAST 21 VEHICLES/PIECES OF EQUTPMENT ARE LOCATED AT VARIOUS POINTS
IN AND ABOUT THE LAUNCH AREA, THERE ARE 39 CYLINDERS LOCATED ATONG THE EAST
FENCE LINE, AND 2 VEHICLES/PIECES OF EQUIPMENT, POSSIBLY CYLINDERS, ARE PARKED
ALONG THE NORTH FENCE LINE, THE GANTRY IS LOCATED IN ITS USUAL POSITICN AT

THE APEX OF THE TRACKS, A CYLINDER MEASURING]  |AND 2 CYLINDERS OF

SMATLER DIAMETER WHICH ARE LONG AND FILARE TO A DIAMETER OF AT ONE

END ARE LOCATED NEAR THE GANTRY, IF THE LARGER CYLINDER AND ONE OF THE SMALLER
CYLINDERS WERE MATED, THEY WOULD CONFORM CLOSELY IN SIZE AND APPEARANCE TO A

MISSILE/COMPONENT OBSERVED IN TAUNCH AREA G1-G2,

These notes have been prepared for briefing purposes only and should not be used for detailed analytical work. Their use
should be restricted to the particular briefing board(s) they were prepared for and must be considered valid only for the re-
gpr_tmg pﬁglocd as indicated by the date of issue. For information concerning these notes contact Chief, Collateral Support

ivision, .
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